
SUCTION & PRESS APPAR 115 230VAC 50 60HZ

MANUFACTURER: IMPACT INSTRUMENTATION INC.

Manufacturer's PHONE: (973) 882-1212  FAX: (973) 882-4993

AAC  'L'  ITEM NSN  6515-01-174-1477

<http://www.impactii.com>Manufacturer's Website: 

                                    The Impact Model 317M is a self-contained, general-purpose, suction/pressure apparatus 

designed for field use. Operating voltages and frequencies for 115/230 VAC, 50/60 Hz are "key switch" selectable 

for world-wide usage.

This device is intended for use in non-explosive atmospheres, for surgical procedures, oral, nasal and tracheal 

suctioning. Read the instructions contained within the manual before attempting to operate this instrument.

System Description:

The Model 317M consists of:

●  Control module containing:

    ●  vacuum/pressure pump

    ●  control and power supply circuits

    ●  dual-scale vacuum gauge with adjustable regulator

    ●  pressure port with overload protection

●  Dual collection canister system

●  Overflow shutoff valve

●  Hydrophobic/bacterial filter

●  Attachment tubing

The complete device is housed within a structural ABS enclosure featuring latch-locks and 

integral carrying handle. The control module and collection canisters are rail mounted with quick 

release guides to facilitate removal and deployment.

Features: 

USAMMA POC: Customer Relationship Management 301-619-1288/4301 - DSN 343-1288/4301

UNIT PRICE:  $904.33

Manufacturer Model#  317M
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SUCTION & PRESS APPAR 115 230VAC 50 60HZ

PART # 317M

NSN 6515011741477

CANISTER 1500CC

PART # 65651-515

NSN 6515011067648
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HOSE CLEAR PVC

PART # 540-0094-000, 540-0095-00, 540-0096-00, 540-0097-00

NSN 12" NSN 6515-01-573-3567, 18" NSN 6515-01-573-3549, 24" NSN 6515-01-573-3545

11" awaiting NSN

3



PHYSICAL & ENVIRONMENTAL SPECIFICATIONS

SUCTION & PRESS APPAR 115 230VAC 50 60HZ

  7 Height (Inches)

  15 Width (Inches)

  19 Length (Inches)

  1.1545 Cube (Cubic Feet)

  25 lbs Weight

   Storage Temp

  -20 to 140 °F Operating Temp

   Storage Humidity

   Operating Humidity

115/230 VAC, 50/60 Hz Power Requirements

  2 Amps

  120 Watts

Vacuum:                         550mg/Hg   (22 inches/mercury)

Airflow:                          31 Liters Per Minute (LPM)

Pressure:                        10 PSI

Collection Capacity:     1600cc X 2

Case:                               Structural ABS with integral carrying handle

 Notes

 Item Dimensions

  0 Height (Inches)

  0 Width (Inches)

  0 Length (Inches)

  0 Cube (Cubic Feet)

 Ship Dimensions

   Weight
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SUCTION & PRESS APPAR 115 230VAC 50 60HZ

NSN Notes Nomenclature QTY UI Unit Price Total Price Shelf 

Life 

Mon.

ACCESSORIES & CONSUMABLES - STARTUP

DIST PN  MFR PN   

Impact 

Instrument

ation Inc.

 6515011741477 SUCTION & PRESS 

APPAR 115 230VAC 50 

60HZ

317M 1 EA $904.33 $904.33 N/A

 see resupply Collection Canister System, 

Reusable

703-0317-

02

2 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 see resupply Hose Suction Sterile 6' 

Long

820-0018-

00

2 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 Literature Manual 

Operation/Service

906-0317-

01

2 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 4820012884392 Overflow Shutoff Valve 

Assy

704-0317-

02

1 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 6515015733545 Hose Clear PVC 24" Long 540-0097-

00

1 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 6515015733549 Hose Clear PVC 18" Long 540-0096-

00

1 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 6515015733567 Hose Clear PVC 12" Long 540-0095-

00

1 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A

 6515015734722 Hose Clear PVC 11" Long 540-0094-

00

1 EA Incl w/NSN 

1477

Incl w/NSN 

1477

N/A
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